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Georgescu S. C., Canot É., Achard J.-L., 2006,
“Oil in water injection from a submerged nozzle”,
Transactions on Mechanics, Scientific Bulletin of the Politechnica Unversity of Timisoara, vol. 51
(65), Special issue: Proc. of the 2nd Workshop on Vortex Dominated Flows. Achievements and
Open Problems, Timisoara, Romania, June 30 - July 1, 2006, Bernad, Munteam and Susan-
Resiga Eds, pp 67-74
https://hal.archives-ouvertes.fr/hal-00182349v1
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5e Congrès de Mécanique, Meknès, Maroc, 17-20 avril, pp 41-42.
https://hal.archives-ouvertes.fr/hal-00203855v1
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Canot É., Dominguez-Cortazar M., Franc J.-P., Michel J.-M., 1992,
“Le CAVERMOD : une approche de l’érosion de cavitation par tourbillon cavitant.”,
2e Journées Cavitation. Colloque S.H.F. 18-20 Mars 1992, Paris (France). Contributed talk.
https://hal.archives-ouvertes.fr/hal-01134523v1

5 Seminars and Workshops

Canot É., 2018,
“Calcul automatique d’une jacobienne — quelques outils pour un code numérique robuste et
performant”,
Journée Simulation de l’IPR, 16 janvier 2018, Campus de Beaulieu, Rennes, France.

Canot É., 2016,
“Modèles de forces capillaires entre grains”,
LMHE, École Doctorale Sciences et Techniques de l’Ingénieur,
Décembre 2016, ENIT, Tunis, Tunisie.
http://www.edsti.enit.rnu.tn/

Canot É., Delannay R., 2016,
“Modèles de forces capillaires entre grains”,
GDR TransNat, 7-10 Nov., Roscoff
http://transnat.univ-rennes1.fr/themes/Programme/Roscoff+2016/

Canot É., Delannay R., Mansour S., 2016,
“EWGM: Evaporation in a Wet Granular Medium”,
LMHE, École Doctorale Sciences et Techniques de l’Ingénieur,
7 Mars 2016, ENIT, Tunis, Tunisie.
http://www.edsti.enit.rnu.tn/

Canot É., 2016,
“Zohour : un mailleur adaptatif pour les méthodes de Volumes Finis”,
LAMSIN, École Doctorale Sciences et Techniques de l’Ingénieur,
4 Mars 2016, ENIT, Tunis, Tunisie.
http://www.edsti.enit.rnu.tn/

Canot É., 2016,
“EWGM: Evaporation in a Wet Granular Medium”,
Séminaire de laboratoire, Institut de Physique de Rennes,
24 Fév. 2016, Rennes,
https://ipr.univ-rennes1.fr/

Delannay R., March R., Canot É., 2013,
“A burning question: how transfer processes in soils can enlighten archæological fires?”,
Workshop MODNUM (projet CÈDRE), Beirut, Lebanon, 22 may
https://hal.archives-ouvertes.fr/hal-00908618v1
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Canot É., Delannay R., Cordero J. A., March R., 2013,
“The Laloy and Massard model: improvements and limitations – How numerics help us in
making better and useful experiments”,
Workshop MODNUM (projet CÈDRE), Beirut, Lebanon, 22 may
https://hal.archives-ouvertes.fr/hal-00908629v1

Mansour S., Canot É., Muhieddine M.,, 2013,
“New boundary conditions for a reduced domain having a point symmetry”,
Workshop MODNUM (projet CÈDRE), Beirut, Lebanon, 22 may
https://hal.archives-ouvertes.fr/hal-00908641v1

Canot É., 2013,
“DAE solver and symbolic computation”,
Journée Défis Applicatifs de l’ANDRA, AE-HPC, 24 Avril 2013, Châtenay-Malabry, France.
https://hal.archives-ouvertes.fr/hal-00908593v1

Canot É., Delannay R., 2013,
“Transfert de chaleur dans un milieu poreux : cas où la conductivité thermique dépend de manière
fortement non-linéaire du taux d’humidité présent”,
Workshop HYDRINV (projet Euro-méditerranéen 3+3), Tunis, Tunisie, 7-8 février
https://hal.archives-ouvertes.fr/hal-00908611v1

Sabit S., Erhel J., Canot É., 2012,
“Numerical methods of reactive transport: global approach DAE”,
First Brazil-France workshop on High Performance Computing, Nice, France, 27-29 juillet
http://www-sop.inria.fr/hoscar/pmwiki-2.2.40/pmwiki.php/Site/1stWorkshop

Nuentsa Wakam D., Canot É., Erhel J., 2009,
“Two-level parallelism in GMRES with multiplicative Schwarz preconditioner”,
Second Workshop of the Joint Laboratory INRIA/NCSA for Petascale Computing, Urbana-
Champaign, USA, 1-4 december
http://jointlab-pc.ncsa.illinois.edu/events/0610workshop.html

Nuentsa Wakam D., Canot É., Erhel J., 2009,
“Mixing direct and iterative methods for the solution of large linear systems”,
Cerfacs Sparse Days, Toulouse, 18-19 juin

Canot É., Zein S., 2008,
“Application des méthodes d’optimisation stochastiques à deux problèmes d’inversion sismique”,
Journée CPER “Acoustique et Sismique sous-marine”, SeaTech Week 08, Brest, 13 octobre

Canot É., 2008,
La plateforme HYDROLAB, Workshop de clôture des projets Euro-Méditerranéen : HYDRO
3+3 et E2M
15-16 Mai 2008, Université de Tlemcen, Algérie.

Canot É., 2007,
“Modélisation et calcul des phénomènes physiques”,
séminaire du Centre Archéologique de Pincevent, Montereau, 11 juillet

Canot É., 2006,
“Interfaces graphiques sous MATLAB”,
Oct. 2006 : séminaire “Codes et Travaux”, IRISA-Rennes
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Canot É., 2005,
“Dynamique des interfaces : le code CANARD et les nouvelles avancées”,
25 Nov. 2005 : séminaire Équipe PIM CEA-LEGI, Grenoble

Canot É., 2001,
“Suivi d’interface par la B.E.M.”,
Nov. 2001 : séminaire du LAMSIN, E.N.I.-Tunis

Canot É., Achard J.-L., 1989,
“Résolution des équations de Navier-Stokes incompressibles par une méthode intégro-différentielle”,
Déc. 1989 : séminaire de l’IRMA (Grenoble) équipe EDP (resp. Witomski)

Canot É., 1989,
“Généralisations des méthodes intégrales aux frontières”,
Mai 1989 : séminaire - École de Printemps de Mécanique des Fluides Numérique à Aussois. (S.
Candel)

6 Reports, Technical documents, Posters

Canot É., Delannay R., 2016,
“Liquid menisci equilibrium in a wet granular medium in pendular regime — Cohesive strength
estimation for random smooth spheres packings”,
Poster, CMD26 Condensed Matter Division, Groningen, The Netherlands, 4-9 sept. 2016,
http://cmd26.eu/

Canot É., 2015,
“Le modèle EWGM : Implémentation numérique 1-D des variantes A et B”,
Technical report,
https://hal.archives-ouvertes.fr/hal-01245769v1

Canot É., Mansour S., Delannay R., 2015,
“Evaporation/condensation of water in a granular medium, restricted to the pendular regime:
the EWGM model”,
Research report,
https://hal.archives-ouvertes.fr/hal-01245758v1

Canot É., 2003-2018,
“MUESLI Reference Manual — Fortran 95 implementation”,
https://perso.univ-rennes1.fr/edouard.canot/muesli/muesli_ref_manual.pdf

Canot É., 2003-2018,
“MUESLI User’s Guide — Fortran 95 implementation”,
https://perso.univ-rennes1.fr/edouard.canot/muesli/muesli_user_guide.pdf

Canot É., Mansour S., Delannay R., 2015,
“Estimation of the Thermophysical Properties of the Soil together with Sensors’ Position by
Inverse Problem”,
Research report,
https://hal.archives-ouvertes.fr/hal-01147992v3
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Mansour S., Canot É., Delannay R., March R., Cordero A., Ferreri J. C., 2015,
“Estimation of the Thermophysical Properties of the Soil together with Sensors’ Position by
Inverse Problem”,
ECOS-Sud (Argentina) Report, May 29, 56 pages.

Canot É., Delannay R., Mansour S., Muhieddine M., March R., 2014,
“Effective thermal conductivity of a wet porous medium — Presence of hysteresis when modeling
the spatial water distribution for the pendular regime”,
Research report,
https://hal.archives-ouvertes.fr/hal-01096806v1

Djouwe Tankeo M., Richard P., Canot É., 2011,
“Simulation d’écoulements granulaires chenalisés”,
Poster, École Doctorale SDLM, Rennes, 12 janv. 2011.

Canot É., Muhieddine M., Delannay R., March R., 2010,
“Strong heating of the soil: simulation of thermal convection-diffusion with phase-change in a
saturated porous medium”,
Poster, 2nd Summer School on Flow and Transport in Porous and Fractured Media, Cargèse,
Corsica, 16-29 aug. 2010.

March R., Muhieddine M., Canot É., Delannay R., Dong Q., 2008,
“Experimental approach to solve heat transfer in humid conditions in prehistoric fires in different
kinds of soils for Pincevent Magdalenian Site”,
Rapport d’activité concernant les fouilles de Pincevent, Ministère de la Culture, 40 pages.

7 Miscellaneous

Canot É., 2019,
“Transferts de chaleur et de masse en milieu granulaire : expériences, modèles et simulations”,
Habilitation à Diriger les Recherches, Université de Rennes 1, 29 mai 2019.

Canot É., 1989,
“Généralisation de la méthode intégrale aux frontières pour les systèmes fluide-fluide”,
Thèse de Mécanique, INP-Grenoble, 17 mars 1989.
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