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Abstract: Enhanced optical switches structure can now handle 
multicast routing in the optical layer. For an optical node to be 
able to do branching in the physical layer, it must be equipped 
with a light splitter. Light splitters are expensive equipment. A 
lot of work had been done in order to reduce the cost of 
implementing splitters within the network. Moreover, the 
internal structure of a splitter is enhanced to reduce its cost, and 
the power loss resulted of multiple splitting. Efficient placement 
of splitters in the network leads to a reduction in the cost of the 
network design, and the cost of the generated trees. The splitting 
capability of each splitter plays an important role on how much 
branching can be done on the optical node. Also, the splitting 
capability affects the power loss done on each branching node, 
and consequently the final power received by each member. This 
paper studies the effect of the splitting factor on the cost of the 
generated trees and the value of the power received by each of 
the multicast group members. 

 
 

I. INTRODUCTION 
 
Because of its design, an optical cross connect OXC can 

switch an incoming optical signal to one output interface. 
The output light wave can have the same wavelength as the 
input, or can be mapped to another wavelength. In order for 
the OXC to generate multiple copies of the incoming input, 
and forward each on different interface, it must be equipped 
with light splitters.  Because of the high cost of an optical 
splitter, a limited number of optical nodes will have this 
splitting capability.   

 
Advanced studies [1] [2] show that less than half of the 

network nodes must be equipped with splitters in order to 
have a compromise between the multicast routing efficiency 
and the cost of the nodes with optical splitters. Other studies 
[3] [4] propose enhanced splitting architectures in order to 
reduce the cost of an individual multicast capable cross 
connect MC-OXC. Some of these proposals modify the 
architecture of the Split and Delivery SaD component. 
Integrating configurable power splitters [5] inside the SaD 
component leads to a better performance in terms of the 
power loss, and in terms of the total cost of the switch itself. 

 
This paper studies the effect of the splitting factor in each 

multicast capable node on the generated trees. This is done 
by comparing the splitting capability and the number of 
splitters distributed in the network. This study is done in 
terms of the cost of the generated trees on the one hand, and 

the reduction of power done on each splitting node on the 
other hand. 

 
This paper is organized as follows: in section II, a brief 

description of the architecture of a multicast capable node is 
presented. In section III, related work on how to enhance the 
structure of those splitters to reduce the cost, and increase the 
network performance. Also their placement in the network is 
presented. In section IV, a comparison between splitting 
capabilities versus number of splitters is done. In the last 
section, network performance is evaluated, and results of the 
evaluation show that reducing the splitting capability and 
increasing the number of splitters enhance the multicast 
routing from one side, and reduce the numbers of amplifiers 
needed from the other side.  

 
 

II. MULTICAST CAPABLE OPTICAL CROSS CONNECT 
 

An all-optical network is composed of Optical Cross 
Connects OXCs. An OXC is designed to switch an optical 
signal from an input port to an output port. This switching can 
conserve the wavelength or map one wavelength to another. 
For the OXC to be able to do the multicasting in the optical 
layer, it must be equipped with an optical light splitter.  

 
The SaD switch structure is shown in Figure 1 with all the 

required components. 
 

 
Figure 1 – Splitter-and-Delivery SaD switch 

 
As shown in Figure 1, a P×P Splitter-and-Delivery SaD 

switch, which consists of P power splitters, P×P optical gates, 
and P×P photonic switching elements can be used. This 



reduces the cost and crosstalk on the one hand, and improves 
power efficiency on the other hand, 

 
We assume that the splitters are configured to split an input 

signal into m outputs, 1<m<P (If m = 1, then there is no 
splitting. If m=P, then it is a broadcast splitting). By 
configuring the corresponding m 2×1 photonic switches, each 
of the m resulting signals can be switched to the desired 
outputs. 
 
 

III. RELATED WORK 
 
In order to realize all-optical multicast switching, the light 

trees concept was proposed in [6]. A light path consists of an 
all-optical channel, which may be used to carry circuit-
switched traffic, and it may span multiple fiber links. In order 
to generate a light tree, splitting must happen in the optical 
layer. 

 
The main role of an all-optical MC OXC is to split the input 

signal into multiple outputs without the need of understanding 
the optical features of the input signal. Therefore, it is 
composed of multiple passive light splitters. A split operation 
reduces the power of each of the split signals. Ideally, the 
power of each output is the (1/m)-th part of the input signal. 

 
The SaD switch was proposed to be the main component of 

the MC-OXC [3]. In order to reduce its cost and to improve 
power efficiency this architecture was modified in [4].  

 
A configurable SaD switch using configurable splitters was 

proposed in [5]. Configurable splitters can be controlled in 
order to split the incoming signal into m outputs (m {1,..,P}), 
where m = 1 corresponds to no splitting and m = P to a 
broadcast operation. After that, outgoing signals are switched 
to the corresponding output by using a P2 photonic switch 
matrix.  

 
Relevant propositions for enhancing the internal structure of 

the MC-OXC multicast have been presented in [3] and [4]. 
The enhanced structure is designed to reduce the cost of the 
SaD switches on the one hand, and reduce the power loss 
resulted of multiple splitting on the other hand.  Some of these 
proposals are based on configuring multiple wavelengths to be 
exclusive for multicast transmission. Other wavelengths are 
used only for unicast transmission.  

 
Multiple enhanced architectures for the MC-OXC are 
proposed employing the SAD switch [3]. The Wavelength 
Path WP-OXC consists of de-multiplexers (Demux), SAD 
switches (SaD SW) and multiplexers (Mux).  This 
arrangement is necessitated to ensure that the WP-OXC be 
strictly non-blocking. The SaD switch renders any input 
channel switchable to one or more outputs. 

 
Figure 2 Wavelength Path WP-OXC 

 
WP-OXC will turn blocking only if wavelength conversion 

is involved. Therefore, Vitrual WP-OXCs are constructed in a 
different way. Other Virtual wavelength path VWP-OXCs 
consist of splitters, SAD switches, tunable filters (TF), 
wavelength converters (WC) and multiplexers. 

 
Figure 3 Virtual Wavelength Path VWP-OXC 

 
The placement of the light splitters through over the 

network plays an important role in generating of the multicast 
trees. To be able to distribute those splitters in an efficient 
way, the work in [7] explains the parameters to be taken into 
consideration. Cost of links based on provisioned multicast 
traffic, plays an important role in indicating which nodes must 
be multicast capable. 

 
IV. EFFECT OF SPLITTING FACTOR 
 

Given a network topology made up of optical nodes 
interconnected by optical links. We consider the US IP 
backbone network as the realistic topology to study. This 
network consists of a lot of nodes that can play the role of 
branching when multicast trees are being generated. This leads 
to the fact that the splitting factor distribution will totally 
affect the generated trees.  

 
We study the effect of splitting factor on both the cost of 

the generated trees and the power loss of signals received by 
group members. We realize that nodes in this network are 
either connected to 2, 3, 4 or maximum 5 other nodes. Thus, 



splitters that need to be placed on this network can be 1x2, 
1x3, or 1x4 types.  

 
The related work presented in the previous section shows 

that the cost of the light splitter is mainly dependent on the 
cost of the SaD switches integrated inside it. As a result, we 
study the distribution of splitters in terms of their number 
versus their splitting factor. 

 
We consider distributing 24 SaD in three different ways. In 

the first way, we distribute them with maximum splitting 
capability, which is equal to 4, corresponding to the highest 
degree, which is 5. Since splitting happens from one input to 
multiple outputs, then the maximum splitting capability 
required is 4.  

 
We consider that all the links in the network are identical. 

We then distribute the splitters on nodes with the highest 
degree because these nodes are more likely to do branching. 
As a result, if 6 splitters are to be placed, then these splitters 
will be placed on nodes 6, 7, 9, 11, 16 and 17. These nodes are 
the ones with highest number of neighbors. Figure 4 shows the 
6 splitters distributed on the nodes with highest node degree. 

 
Figure 4 – Distributing 6 splitters each with 1x4 splitting 

factor 
 

The 24 SaD switches can be distributed in a different 
manner, by placing more splitters with less splitting capability. 
Figures 5 and 6 show respectively how such splitters can be 
distributed in different procedures.  

 
Figure 5 – Distributing 8 splitters each with 1x3 splitting 

factor 
 

Figure 6 shows the distribution of the splitters with 
minimum splitting capability per MC-OXC, which is equal to 
2. The maximum these splitters can do is to split one input to 
two output signals. 

 
Figure 6 – Distributing 12 splitters each with 1x2 splitting 

factor 
 
Understanding the internal structure of the SaD switch 

explained in section II, the three schemas have almost the 
same cost. This is because the number of SaD switches used in 
each of schema is the same.  

 
We consider that the maximum number of splitters on each 

node is one. This is because we assume that distributing 
splitters over a larger number of MCOXC can reduce the 
blocking ratio, which occurs when multicast incapable cross 
connect need to do branching.  

 
For reducing the cost of the generated multicast trees and 

enhancing the performance of each tree, it is highly 
recommended to place more splitters in the network regardless 
of their splitting capability. Also, this affects the signal power 
received by the group members. This power is measured in 
terms of both the average power received by all members, and 
the minimum power received by any of the group members. 

 
The advantage of distributing more splitters with less 

splitting factors is reflected in different points. First, when 
medium size groups are generated and corresponding 
multicast trees are constructed, the need for high splitting 
capability is not essential.  

 
In contrast, the need of more splitters scattered throughout 

the network is required to generate the spanning trees. The 
performance and cost of those trees depend more on the 
number of splitters, rather than the capability of each splitter. 

 
Also, multiple splitting into less number of outputs has less 

negative effect on the power received by the group members. 
Constructing trees with branching nodes splitting input to 
multiple output signals will reduce the power of the signal 
received by multiple members. This must be resolved by 
adding more amplifiers with higher gain to conserve the signal 
from the noise effect. Definitely, this will increase the cost of 
the network design. 

 



V. SIMULATIONS AND RESULTS 
 

In order to demonstrate that increasing the number of 
splitters with less splitting capability gives a better 
performance, simulation is performed. Evaluation is done to 
compare the effect of the number of splitters versus the 
splitting capability. 

 
Results are measured in terms of cost of the generated trees 

and effect on the power of the signal received by group 
members. 

 
a. Cost of trees and beneficial use of more splitters with less 

splitting capability 
 
Considering the 24-nodes network topology described in 

the previous section, we first place 6 splitters with maximum 
splitting capability, which is equal to 4. This is considered 
maximum because the highest node degree is 5, meaning that 
an input signal can be maximum split into 4 outputs. Then, we 
place 8 splitters each with a splitting capability of 3. Finally, 
we place 12 splitters each with the minimum splitting 
capability, which is 2. 

 
 We consider 24 x 20 random multicast groups; each time 

the source is placed on one different node. Group members are 
then randomly chosen among the network. We vary the size of 
the group in order to simulate different sizes of groups. As a 
result, varying the source on all nodes of the network and 
randomly choosing members and group sizes will give more 
reliable simulation results. 

 
Each of the three simulated cases, 6 (1x4) splitters, 8 

(1x3) splitters, or 12 (1x2) splitters, requires 24 SAD 
components to be implemented. The difference in the three 
cases is how these components are distributed.  

 
Then, we calculate the total cost of generating the 

convenient multicast trees that is capable of performing all 
optical switching [8] [9]. Since all links are considered 
identical, the cost of multicast trees is measured in terms of 
the number of links used to generate the trees.  

 
Multicast trees are generated by applying the shortest path 

algorithm, to generate the links from the source to the group 
members. Blocking can occur when a multicast incapable 
node needs to branch to more than one outgoing link. In this 
case, it locates an upstream MCOXC to do the branching and 
generate the multicast tree [10]. In paper [10], multicasting 
under light splitters constraints is treated to generate the trees 
in an efficient way, and with the lower cost in terms of used 
links.  

 
Table 1 shows that using more splitters with less splitting 

capability reduces effectively the cost of the generated 
multicast trees. Figure 7 shows graphically the cost of the 
multicast trees versus the size of the multicast groups. 

 
Table 1: Total number of links of generated trees 

for 24x20 runs 

Members 6x(1x4) 8x(1x3) 12x(1x2) 

2 2,576 2,565 2,517 
3 3,418 3,400 3,301 
4 4,218 4,195 4,055 
5 5,017 4,988 4,809 
6 5,757 5,722 5,476 
7 6,345 6,304 6,031 
8 6,924 6,872 6,591 
9 7,560 7,503 7,215 

10 8,102 8,049 7,745 
11 8,622 8,577 8,250 
12 9,070 9,024 8,699 
13 9,477 9,444 9,106 
14 9,921 9,887 9,554 
15 10,321 10,284 9,989 
16 10,723 10,687 10,387 
17 11,116 11,078 10,792 
18 11,437 11,402 11,118 
19 11,773 11,737 11,493 
20 12,108 12,075 11,877 

  

 
 
Figure 7 Cost of generated trees versus size of groups 
 
Figure 8 shows the difference between 6x(1x4) splitter 

placement and 12x(1x2). It is higher when the size of the 
multicast groups is medium. This is because when group 
members are sparsely scattered in the network, the need of 
more splitters is increased without the need of high splitting 
factor. This figure shows the cost ? difference versus of the 
size of the multicast groups. 



 

 
 
Figure 8 Difference in trees cost versus size of groups  

 
 

b. Performance evaluation of the power received by group 
members, and the need to implement amplifiers. 

 
Splitting factor capability configured in an SAD 

component has an important influence on the power of each of 
the branched signals. If a signal is branched to m output 
signals, then each of the output signals power is 1/m of the 
input power. This requires the placement of multiple 
amplifiers, especially when multiple branching is happening. 

 
In order to accurately measure the network design cost, 

the number of amplifiers placed, their gain, and their locations 
play an important role. Quality and quantity of amplifiers is 
defined by the power loss due to splitting. This part of the 
simulation measures the power loss for each of the three cases 
simulated in the previous section. 

 
Table 2 shows the maximum optical power loss ratio, 

MXOPLR. This is the maximum ratio on all the branches of 
the generated tree. This is calculated as the product of optical 
power loss ratio on all branching nodes from the source to any 
of the member. The MAS is given by the formula below, 
where SF is the splitting factor on each splitting node in the 
generated tree. 

)(MXOPLR
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The MXOPLR term measures the power level of the 
signal with the least power received by any of the group 
members. This in fact gives an indication of the member that 
receives a signal with a very low power due to successive 
splitting with high splitting factors. 

 

Table 2: Maximum optical power loss ratio 

Members 6x(1x4) 8x(1x3) 12x(1x2) 

4 506 491 483 
6 476 450 447 
8 452 431 439 

10 419 416 420 

 

 
 

Figure 5 maximum splitting versus group size 
 

Figure 5 shows that placing high splitting capable SAD 
switches results with a lower minimum power signal received 
by group members. This leads to a fact, that when using higher 
splitting capability, more amplifiers need to be placed to 
ensure that the signal received by all members is well 
converted to data. 

 
Table 3 shows the mean optical power loss ratio, 

MNOPLR, received by all members of the group. This is 
calculated as the average product of splitting factors on all 
branching nodes from the source to each of the member.  
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This also gives an idea of how many amplifiers need to be 
placed in the network to amplify the signal. 

 

Table 3: Mean optical power loss ratio 

Members 6x(1x4) 8x(1x3) 12x(1x2) 

4 47 46 47 
6 52 47 49 
8 68 64 67 

10 72 69 78 
 

 
 

Figure 9 Mean optical loss ratio versus group size 



 
VI. CONCLUSION 

 
This work studies an important parameter for the 

deployment of multicasting over optical networks: quality of 
splitters versus number of splitters. Choosing the convenient 
quantity and quality of light splitters, and defining its 
capability in terms of its splitting and delivery leads to 
efficient multicast trees, that benefit from the multicast 
reduction of traffic, the optical links speed and performance, 
and finally the ability to perform the data forwarding all in the 
optical layer. 

 
In order to be able to use the same multicast algorithms 

and protocols achieved over IP networks and deploy them 
over optical networks, all optical cross connects must be 
equipped with light splitters. Configuring the splitters and 
placing them in the network has an important effect on the 
cost of the generated trees. Moreover, placing those splitters 
leads to the need of integrating amplifiers either inside the 
splitter component, or as a standalone objects. 

 
In order to reduce cost of those splitters, and the additional 

cost of power amplifiers, splitters must be distributed in an 
efficient way. This must be done taking into consideration 
their quantity and quality.  
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